
3-level IGBT technology for 
higher efficiency.

24/7/365 local and 
remote monitoring 

system.

Apply input voltage 
and frequency 

regulation.

SNMP/TCP-IP 
communication, 

Modbus, dry contacts.

Precise and efficient 
control by 

Microprocessor (DSP)

UPS

MINI DATA CENTER

Single-phase Tower & RT 1/2/3 kVA, 120V 
                          6/10/15/20 kVA=kW, 220/120V

3-phase serie TL    
P.F. 1.0 10/15/20/30/40/60 kVA, 208/120V, 220/127V
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L I T H I U M
RACK/TOWER

Online double conversion 
technology and Lithium 

batteries.

Twice the life of VRLA 
lead-acid batteries 

(≥2000 cycles)

The UPS with lithium is one 
third lighter than the UPS 

with VRLA batteries.

2X

VRLA LITIO

LEAD ACID

LI-ION

Wide input voltage 
and frequency 

regulation.

Valve-regulated lead-acid battery (VRLA), maintenance-free.

Absorbent glass separator (AGM) technology for high efficiency gas 
absorption.

Specially designed grids to optimize high power density.

Oversized inter-cell partition welds provide low resistance connections 
and minimal energy loss.

Outstanding performance at high discharge and recharge rates.

Complies with IATA/ ICAO A67 special provisions.

VRLA HIGH RATE BATTERIES 

Safe and efficient venting design in its valves.

High purity construction (99.9% lead).

Wide operating temperature range.

Flame retardant ABS material (UL94-HB compliant)

Sealed, non-spillable housing (side or vertical installation).

2-year warranty.

Single-phase tower & RT
P.F. 1.0

1/2/3 kVA, 120V 
6/10 kVA, 220/120V

3-phase modular expansion
20kVA, modules, P.F. 1.0

20/40/60/80/100/120/140 kVA

Designed for interiors in space-constrained environments, its 
all-in-one design ensures an efficient data center.

UPS with Unit Power Factor 
kVA=kW.

Allows maximum 
capacity of connected 

equipment.

P.F.
1.0

24/7/365 local and 
remote monitoring 

system.

3-level IGBT technology for 
higher efficiency.

Wide input voltage 
range without 
transferring to 

batteries.

UPS

Easy installation
Integrates accessories and 
technologies of large Data 

Centers in one cabinet.

Energy saving
Incorporates precision air 
conditioning, capable of 

controlling the temperature.

Economical
Pre-designed according to 

your requirements, reducing 
design and implementation 

costs.

Reliability
Properly pre-designed and 

factory tested.

All in one
Precision air, UPS, PDU, fire protection, 

waterproof, monitoring system, etc.

Safety and security
Dust and moisture isolation, access 
control, fire control, electromagnetic 

radiation shielding and noise 
reduction.

12V VRLA SEALED BATTERIES

P.F. 0.9
P.F. 1.0

L O A D  C A P A C I T Y

WITH
BATTERIES


